


SOLAR PANEL

Electrical Characteristics

Product Code

Maximum Power (Pmax)

Voltage at Pmax (Vmp)

Current at Pmax (Vmp)

Open-circuit Voltage (Voc)

Short Circuit Voltage (Voc)

Temperature Coef�cient of Voc

Temperature Coef�cient of Isc 

Temperature Coef�cient of Power

NOCT (Air 20 C; Sun 0.8kWm� wind 1m/s)

Operating Temperature

Maximum System Voltage

Power Tolerance

*STC: Irradiance 1000W/m2, AM1.5 spectrum, module temperature 25°C

*NOCT: Nominal operating cell temperature (the data is only for reference)

DFE200S-24U

Speci�cations DFE200S-24U

Cells

No. of cells and connections

Module dimension

Weight

Packing information

DFE200S-24U I-V Curves

Junction Box

Top View (Lid Open)

Section A-A

Characteristics

Dimensions in brackets are in inches.

Un-bracketed dimensions are in millimeters.

Unit: mm[in.]  

 

200032401A

200W

33.73V

6.17A

39.21A

6.50A

-(80±10)mV/°C

(0.065±0.015)%/°C

-(0.5±0.05)%/°C

47±2°C

-40°C to 85°C

1000V DC

  ±5%

Monocrystalline silicon solar cell

60(4x15)

1570mm[61.81in.]x705mm[27.76in.]x35mm[1.38in.]

12.00kg[26.00Ibs]

1620mm[63.78in.]x755mm[29.72in.]x85mm[3.35in.]/(1pc/ctn)
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Irradiance:AM1.5,1kw/m²
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